Space vehicles that make an entry through the atmosphere of a planet suffer tremendously because of extreme heating of the vehicle. The design of thermal protection systems for space vehicles involves multidisciplinary topics and is a very critical stage of space vehicles. The qualification of thermal protection systems on ground is very important for a safe space flight and the protection of critical payloads. At von Karman Institute, several ground facilities are used for the characterisation and qualification of thermal protection systems and materials. Infrared thermography is one of the most important measurement techniques used to monitor surface temperature and heat flux imposed on the thermal protection material, thus enabling the researchers to analyse the structural and thermal behaviour of tested materials.
Introduction
When a space vehicle is to make an entry into the atmosphere of the destination planet, it has to be protected from severe aerodynamic heating. The extremely high amount of kinetic and potential energy that the space vehicle has at the beginning of its atmospheric flight should have been completely transformed into thermal energy when the space vehicle finally lands down. Thermal protection system (TPS) materials are used to shield hypersonic aerospace vehicles from the severe aerodynamic heating encountered during atmospheric entry. Proper design of TPS is one of the most critical stages of the design of the space vehicles as it is indeed a complicated optimisation problem between many scientific restrictions. On one hand, the TPS has to be light enough, but on the other hand it has to guarantee the protection of the vehicle and its payloads from extreme temperatures. The aerodynamic constraints on the external shape of the space vehicle bring additional difficulty on designing the TPS.
Fig. 1. Artistic view of the X38 Crew Re-entry Vehicle (NASA / ESA)
The characterisation of the thermal protection material (TPM) is very important prior to the flight. Emissivity and catalycity at elevated temperatures are the two most important properties of the TPM [1] . The determination of emissivity and catalytic properties of TPS materials is a major issue for the aerospace vehicles. These properties strongly affect the heat transfer to the materials with up to a factor of two greater heat flux for a fully catalytic material compared to a non-catalytic material. Knowledge of TPS catalytic properties is extremely important for designing aerospace vehicles that have very stringent mass budget, for reusable launch vehicles the problem is even more critical. They require operating in a suitable ground facility with measurement techniques developed for high enthalpy flows. An appropriate methodology is also mandatory to allow for flight extrapolation.
For these reasons, many experimental investigations are carried out in ground facilities that are able to simulate the high enthalpy condition of atmospheric flights [2] . Performing tests under harsh thermal conditions is not easy. Suitable measurement techniques have to be applied carefully to be able to monitor the thermal and aerothermodynamic properties of the free-stream and the test model. Among several measurement techniques, infrared thermography is one of the most useful techniques to observe the temperature history of the test specimen. The fact that the surface temperature of the test specimen reaches values above 1000C, radiative heat flux becomes significant, thus employment of infrared camera or pyrometers result in more precise temperature measurements compared to other techniques such as thermocouples.
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High Enthalpy Facilities of von Karman Institute
The experimental simulation of real flight situation in a laboratory is a very complex issue. The complete simulation of the aerodynamic and thermal loads encountered during re-entry flight is not possible within a single facility. New concepts of high-enthalpy facilities are being studied, such as the radiatively driven hypersonic wind tunnel using non-isentropic heating process [3] or very large scale arc-jet facility [4] . Those facilities approach better the reality but still address only one part of the trajectory and the main problem remain about the reacting flow produced by electrical discharge and not by shock waves as it occur in a real flight. At von Karman Institute, the atmospheric entry flight is simulated in two different facilities, one high-enthalpy facility (Plasmatron) and another facility (Longshot) that can simulate the high air velocity.
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The Longshot Facility
The VKI Longshot free piston tunnel ( Fig. 1) is a short duration facility operating with nitrogen or carbon dioxide and designed for the attainment of very high Reynolds number hypersonic flows. It has a Mach 14 contoured nozzle of 0.43 m exit diameter and a 6 degree conical nozzle of 0.60 m exit diameter which can be used throughout the Mach number range from 15 to 20 using nitrogen and 10 to 15 using carbon dioxide. Typical Reynolds numbers at Mach 15 range from 5x10 6 to 20x10 6 / m. A high precision incidence mechanism for pitch, roll, and yaw is mounted in the open-jet 4 m 3 test section. Instrumentation includes a force/moment balance, accelerometers, thin-film and coaxial thermocouples for heat flux measurements, piezoresistive pressure transducers, and a Schlieren system; 64 channels of transient recorders with a 50 kHz sampling rate are controlled by a PC.
Fig. 2. VKI Longshot Facility
The Plasmatron Facility
The facility used at VKI for the testing is a Plasmatron-type using an Inductively Coupled Plasma (ICP) torch (Fig. 3) . A sketch of the basic test configuration can be seen in Figure 4 . VKI Plasmatron working principle and operation are presented in [5] The main control parameters are the mass flow injected in the torch, the pressure in the test chamber and the generator power imposed. In the context of TPS testing and catalycity determination, it would be relevant to mention that it is an appropriate facility for those purposes. It allows testing in a subsonic plasma jet, where LTE conditions are more likely to be verified produced by an ICP torch, which provide chemical purity. This last point has been checked by spectroscopic measurements for the most powerful emission line of copper, silicon and iron [12] . It is equipped with an ICP torch of 160 mm diameter suited to samples as well as to full TPS tiles. The torch is mounted inside a support enclosure, which is fixed on a side of the test section, a 2.5 m long, 1.4 m diameter vessel equipped with multiple portholes and windows to allow maximal flexibility and unrestrained optical access for plasma diagnostic techniques. Inside the enclosure, the samples and probes are mounted on a fast-injection system.
The jet of plasma is collected at the outlet of the enclosure and cooled in the heat exchanger to a maximum temperature of 50°C to protect the vacuum plant from overheating damage. The vacuum plant consists of three volumetric vacuum pumps, which allow operating pressures between 1 hPa and atmospheric pressure with a maximum flow rate of 3000 m3/h. A Roots pump can be inserted in the circuit to bring the pressure down. Exhaust gases are vented to the atmosphere through a stack.
The Plasmatron is equipped with a 1.2 MW, 400 kHz, high-frequency generator of the new solid-state technology, using thyristors and MOS inverters instead of vacuum tubes. A huge closed circuit cooling system using de-ionised water protects all facility parts from melting due to the plasma heat, which is evacuated through three dry air coolers located on the roof. For air plasma, the facility is connected to the VKI compressed air supply. For test with CO2, rakes of bottle of compressed gas are used. The full facility is computer-controlled from a remote cabin.
Main measurement techniques applied at the Plasmatrin facility are temperature, heat flux and pressure measurements. For the characterization of the free-stream, laser diagnostics and spectroscopic techniques are utilized [7] . Infrared camera and two-color pyrometers are used to detect the surface temperature of the test specimen.
Atmospheric Entry Aerothermodynamics
The thermochemical non-equilibrium encountered in real flight is hard to duplicate in ground facilities. Only the conditions based on the local characteristics of the flow in the regions closest to the vehicle surface are considered. This is the basis of the Local Heat Transfer Simulation (LHTS) method, a hybrid numericalexperimental methodology. This local simulation methodology was developed at the Institute for Problems in Mechanics of Moscow (IPM). A detailed description can be found in [1, 8, 9] and it has been previously applied at the VKI [10, 11, 12] .
The LHTS is based on the pioneering work of Fay & Riddell and Goulard on the similarity solution of the heat flux at the stagnation point of a chemically reacting boundary layer. It requires that the local conditions at the boundary layer edge around a stagnation point in the laboratory conditions and in real flight conditions are equal. For an accurate simulation, wall catalycity and emissivity should be the same in ground tests and in flight. The heat flux will be equal in the two cases if the boundary layer outer edge enthalpy He, chemical compositions, pressure pe and velocity gradient be are the same in the wind tunnel and in flight: For complete simulation of flight conditions, these three parameters should be duplicated in ground facilities. The problem is that only the stagnation pressure can be measured directly. To overcome this, two flow parameters are measured: the Pitot pressure and heat flux at the stagnation point. These are then related to the unknown enthalpy and velocity gradient at the boundary layer edge by means of an iterative process hence the hybrid numerical-experimental nature of the methodology [13] . The boundary layer edge characteristics are obtained via this iterative process. Measurements taken with a reference material (fully catalytic) are necessary to establish the properties of the flow in the laboratory conditions. For air, extensive experience has led to the use of copper as a good approximation to a high catalytic surface material. 
Two-Color Pyrometer
Two two-color pyrometers (Raytek Marathon Series MR1SB with a temperature range of 700-1800ºC and MR1SC with a temperature range of 1000-3000ºC) are used to measure the surface temperature of the sample during the test. A two-color pyrometer measures the IR emission from the surface at two different wavelengths that are fairly close to each other. If the emissivity, ε, of the material is considered constant over the two wavelengths, an absolute temperature measurement can be determined from a Planck's law analysis for a gray body. The acquisition speed is 1 Hz. The pyrometer is calibrated using a blackbody radiation source, to take into account the effect of the window. The uncertainty is ±10°C. The pyrometers are used only for Plasmatron testing activities.
Infrared Camera -FLIR Thermacam SC 3000
A FLIR Thermacam SC3000 infrared camera is used during all experimental activities. This is a selfcooling infrared camera that measures and images the emitted infrared radiation from an object. It is used together with the ThermaCAM Researcher 2001 software (installed on a Microsoft Windows based CPU). The FLUID DYNAMICS camera works in the range of 8 -9 µm wavelength. The infrared camera can measure temperatures varying between -20C and 1500ºC (assuming an emissivity of 1.0), however the accuracy varies as a function of the temperature range selected. Although the acquisition speed can be set as high as 750Hz (at lower resolution) for Longshot tests, it acquires at lower frequency of 5Hz for Plasmatron tests. The window that is used at Plasmatron is Zn-Se and the window that is used at Longshot facility is germanium. The camera is not calibrated for this temperature range or for Plasmatron conditions.
Sample Holder Probe
For testing of thermal protection systems and materials at Plasmatron facility, a sample holder probe (Fig.  7) is used, which is composed of two coaxial tubes in which water circulates for cooling. At the front extremity, a support for the sample made of SiC or stainless steel is attached to the holder body by three metallic pins [13] . The sample is fixed in this support. Thermocouples are installed within the sample measuring temperature of the material at different locations during the test, to detect the back surface or internal temperature of the sample. The front face temperature is measured using pyrometers and/or infrared camera. The plasma flow is from right to left.
Fig. 7. Sample Holder Probe for Plasmatron Testing
Plasma Flow Applications
Thermal protection systems and materials are tested at Plasmatron facility at high heat flux conditions (up to 2500kW/m 2 ) for different reasons:
• To measure the efficiency of the thermal protection system • To observe the behavior of the thermal protection material to chemical reactions under high heat flux
• To measure the catalycity and emissivity of the thermal protection material at high temperature and low pressure
• To test the reusability of the thermal protection system • To characterize the materials and to perform flight qualification tests.
For all these purposes, front face temperature measurement is a very critical aspect of testing, which can be performed by infrared thermography in a non-intrusive way. Tests can be performed either at steady state or under transient heat flux conditions, depending on the purpose. The history of front face temperature is always an important input for the analysis of the thermal protection material. As an example, Figure 8 shows four consecutive infrared images of an ablative material being tested at 500kW/m2 heat flux. The erosion that the ablative material experiences can easily be seen, as well as the temperature map on the material at different instants.
It is important to know the behavior of thermal protection materials at different temperatures. Because of the existence of many species, ions and free electrons in the plasma flow, various chemical reactions can occur inside the boundary layer. These reactions (as well as the population of different species) and the nature of the flow are temperature dependant. Thus, the same material can show different behaviors at different temperatures. Figure 9 shows the color change of metallic PM1000 materials; a virgin sample at the left and samples tested at 1150K, 1310K and 1460K respectively [15, 16] . Infrared thermography comes as a very handy and reliable tool not only to determine the exact surface temperature of the tested sample, but also to adjust the power setting of the facility to achieve a pre-determined surface temperature.
Fig. 8. Ablation during Plasmatron Testing, infrared images at different times
Fig. 9. Metallic PM1000 samples tested at different temperatures
Infrared thermography is frequently used in the flight qualification tests of thermal protection systems. One example is the TPS of the FOTINO vehicle of YES2 project [17] . Figure 10 shows a picture of the spherical capsule with its TPS being tested in Plasmatron facility (left) with an infrared image taken during the same test (right). After having tested this material several times at different steady state conditions to characterize its thermal properties, a final series of tests have been performed under more realistic transient heat flux conditions. The expected stagnation point heat flux data is extracted from the calculated flight trajectory of the capsule. The Plasmatron facility is programmed to follow the heat flux trajectory, so that the realistic heat flux can be applied on the model and possible thermal shocks can be observed.
Fig. 10. Scaled down FOTINO model of YES2 during heat flux trajectory simulation; IR image
During these tests, the pyrometers and the infrared camera are employed at the same time. As the twocolor pyrometer results are independent of the emissivity of the material, the infrared camera results can be corrected by imposing a specific emissivity so that the two temperature curves agree with each other. An example of this operation is shown in Figure 11 , where the infrared camera assumes an emissivity of 0.74. This quick and easy estimation of the order of magnitude of material's emissivity has to be corrected by taking the transmissivity of the window in infrared range into account. 
FLUID DYNAMICS
Test 2b, Corrected Results
Hypersonic Flow (Longshot) Applications
Aerodynamic heating, being one of the most critical design parameters when atmospheric reentry is considered, can drastically be increased when the boundary layer is triggered from laminar to turbulent flow. This transition of the boundary layer nature can be influenced by many factors, among which one of the most important is the presence of discontinuities on the surface along which the boundary layer has developed. This and other phenomena related to laminar to turbulent transition are investigated at the hypersonic facilities of VKI, mainly at Longshot facility, using infrared thermography. For this purpose, flat plate or scaled down flight models are equipped with isolated or distributed roughness elements. These wind tunnel models are then tested at hypersonic facilities by employing an infrared camera to detect whether transition to turbulence occurs or not. Figure 12 shows infrared images of two flat plate models, one with an isolated roughness elements and the other one with multiple roughness elements tested under Mach 6 flow. The flow is from right to left. In both pictures, the wakes behind the roughness elements are clearly visible. However, for the isolated roughness case, with the widening of the wake, an increment of temperature is also visible, which indicates turbulent flow; whereas for the multiple roughness elements case, there is no increase of temperature as one moves downstream. The widening of the wake is caused by stable vortices, which do not end up in turbulence. Transition to turbulence at hypersonic speeds is a very complicated phenomenon and there are many parameters that affect laminar to turbulent transition. The main parameters are Reynolds number, Mach number, boundary layer thickness, roughness element geometry and height, number of roughness elements, distribution of roughness elements, nature of roughness elements (perturbation, waviness, positive or negative step, cavity, etc), flow static temperature, wall temperature, angle of attack, etc… All these parameters are studied experimentally at Longshot facility. One example is the studies performed on EXPERT Vehicle [16, 18] , where either distributed roughness elements are placed on the nose or isolated roughness elements are placed on the nose-cone junction of the vehicle. Figure 13 presents different infrared images taken at high frequency (750Hz) at low (left images) and high (right images) Reynolds numbers and using roughness elements at different heights. For convenience, a picture of the EXPERT vehicle is also attached to this Figure. Once the infrared images are obtained after such a test, as the temperature at every point and at any time is known, it is possible to calculate the heat transfer rate. The non-dimensional heat transfer (Stanton number) is then compared with the theoretical values for laminar and turbulent flow, hence allowing the researchers to decide whether the flow is triggered to turbulence or not. As modeling transition to turbulence is a very complicated issue, some transition criteria are developed by researchers. These criteria are all geometry dependent, so it is important to choose or develop a relevant criterion for the vehicle and the mission that is studied. Figure 14 presents the PANT correlation [19] as an example, with experimental data collected on EXPERT vehicle at VKI's hypersonic facilities [18] . According to this correlation, the transition line is calculated based on the parameters of Reynolds number, momentum thickness of the boundary layer, ratio of boundary layer edge temperature to wall temperature and thickness of the roughness element. Any experimental point that is located on the right side of the curve is supposed to result in turbulent, whereas any experimental point that lies at the left of the curve is supposed to remain laminar. Infrared thermography is not only used for detecting laminar to turbulent transition, but also for understanding the flow topology. For high-speed flows, the aerodynamic topology of the flowfield usually leaves a temperature signature on the surface of the test model, provided that the wind tunnel model is made of a material which is not highly conductive. By looking at the infrared image, it might be possible to detect vortices, stagnation points, flow separations, reverse flow regions, reattachments, shock -boundary layer interactions, etc… An example is shown on Figure 15 , where the infrared image shows the effect of a Pitot rake probe installed at the aft of the EXPERT vehicle. The Pitot rake probe is also shown bigger on the same figure, for convenience. This test is performed to check if the presence of the probe significantly affects the flowfield around the flaps. 
Conclusion
Aerodynamic heating is one of the most critical design parameters when atmospheric entry of space vehicles is considered. A space vehicle enters the atmosphere at a very high velocity, in the order of several kms per second. As the atmosphere gets thicker, the friction between the vehicle and the atmospheric gas heats up the gas, causing it to become plasma. Several important interactions between the vehicle and the surrounding atmosphere have to be studied at ground test facilities for the safety of the vehicle and also for the optimization of the vehicle design. The stagnation point aerodynamic heating and the interaction between the thermal protection system and the chemically reacting plasma environment are the most important ones. But other than this, the aerodynamics and aerothermodynamics of hypersonic flow is a discipline that has to be analyzed and understood in depth for a successful return of a space vehicle. For all these purposes, many experimental activities are performed in the hypersonic and high-enthalpy facilities of von Karman Institute. As the aerothermodynamics is the main concern, infrared thermography is the main measurement technique used during such experimental activities. Thanks to infrared thermography, the temperature map of the test model can be obtained any time in a non-intrusive way. Processing of the data obtained from infrared thermography would help in carrying out research on the characterization and qualification of thermal protection systems, laminar to turbulent transition and determining the flow topology.
